
                                                             

Evaluate –UMS 
 
Please follow the steps below to quick start UMS application. Please refer to the  
Quick Reference Manual for More details. 
 
Step1: Install the application
 
Step2: Register the Product
 
Step3: Set the Preferences
 
Step4: Login as Administrator

Once preferences are set log in as administrator using the UserName as 
“postmaster” and Password as “postmaster”. 
 

Step5: Set Port and Remote Gateway
Set SMTP port at 25, POP3 port at 110 to activate UMS mailing functionality. 
Also set mail delivery method as required. Changes in Port Setting and Mail 
delivery would take effect next time the server is started. 

Know More…
 
Step6: Set Web Mail Account detail             
           To receive remote account’s e-mails to UMS account, set the Web Mail account.  
 
Step7: Set Internet Connection

This option is been used to connect UMS with the Internet to send and receive 
external e-mails. Choose and set the options and Click Update to save the setting. 

 
Step 8: Send/ Receive mails scheduling

The Scheduler Page allows you to schedule Send/Receive operation, which is 
used to Send/Receive mail in UMS. 

 
Step9: Check and Send e-mail with UMS  

o Once the account and other required parameters are set user will be able to 
send receive the mails. To check the mails using the web-interface use the 
URL.  For e.g. http://yourserver:8080. 

o You can also Configure UMS with MS Outlook. 
Know More…
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              Quick Reference Manual - UMS Ver. 4.0 
 
UMSLite is an easy to use POP3/SMTP complaint mail server for any organization’s 
internal and external mailing needs. UMSLite has been designed to keep low Total 
Ownership Cost. 
 
You can start using UMSLite right away by spending some time by going through  
following steps. 
 
Installing Unified Messaging System .......................................................................... 3 
Registration ...................................................................................................................... 4 
Set Preferences................................................................................................................ 5 
Initial Login ....................................................................................................................... 6 
Set Port  & Remote Gateway........................................................................................ 7 
Getting familiar with user interface ............................................................................ 9 
User menu ...................................................................................................................... 10 
Set Web mail account details ..................................................................................... 11 
Set Internet Connection .............................................................................................. 12 
Scheduling ...................................................................................................................... 13 
Checking Mails through web-interface ..................................................................... 14 
Configuring UMS account in MS Outlook ................................................................. 15 
Other Features ............................................................................................................... 17 

Mapping ........................................................................................................................ 17 
Forwarding.................................................................................................................... 18 
Preferences ................................................................................................................... 19 
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Installing Unified Messaging System  
 
To install UMSLite, down load the set up from following link 
Setup 
 
Run the UMSLite4.0.exe from the path where the exe is downloaded.  
 
The default path of the installation can be changed when the “Destination Location” 
Window appears.  By using Browse button user can change the default path here. 
 
On completion of installation, the system will ask the user to finish the setup by 
showing a successful installation window, where the user can press Finish button to 
finish the installation. 
 
Setup will create an option named as “Unified Messaging System Option” under 
“Programs” menu as shown as below. 
 
 

 
 
To run the UMS mail server select the “Messaging” option under “Unified Messaging 
System”.  An authorization dialog to register the product will appear as soon as you run 
the application.  Follow the instructions given under Registration Section 
 
 
 
 
 
 
 
 
 

              3



                                                             

Registration 
 
 

  
 
UMS allows a 30 days free trial from the date of installation.  If the period is not 
expired then the user will be able to continue using UMS by pressing Trial option. If 
the trial version is expired the product needs to be registered.  To register the 
product please follow the below instructions. 
 

1. Convey the site code to your vendor to get an install key from the vendor. 
2. Insert the install key given by the vendor. 
3. Press Update button to register the product. 
4. The authorization dialog will not appear next time if the product is registered 

properly. 
 
Once the trial version is selected or the product is updated the setup will take you to 
the preferences page.  Refer Set Preference section to set the preferences. 
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Set Preferences 
 
Here the authorized IP addresses to access UMS servers can be defined by enabling 
IP blocking option, so that IP addresses not defined here, will not be allowed to 
access the UMS server. 

 
 

 
Selecting “Administrator Preferences” option under “Unified Messaging system” 
option of main menu can also set these preferences. 
 
 
Start > Programs > Unified Messaging System > Administrator Preferences.  
 

 
 
Select tab named “SMTP Relay Addresses” to set the preferences from here. Once 
the preferences are set the setup will take you to the Initial Login.  
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Initial Login 
 
Once the administrator preferences are set you are ready for initial login.   
 
UMS creates a short cut in the System Tray as shown below. 
 

 
To start the UMS server, Single click on the icon shown in the system tray or select 
“Messaging” option from Start->Programs->Unified Messaging Systems. 
 
As soon as the server starts, the initial login appears. 
 

 
 
Login using “postmaster” as user name and “postmaster” as password will let you 
login as an administrator.  Once the login is made user will be able to Set the port 
and remote gateway information. 
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Set Port  & Remote Gateway 
 

 
 
Click on the tool bar icon for port setting from the toolbar at the right lower corner of 
the main window to set port and remote gateway.  On clicking the icon a window 
shown as below will appear. 
 

 
 
Port Settings  
 
The Port settings option allows you to change the ports on which the server listens. 
By default, the UMS POP3 server listens on the port 110 and the SMTP server listens 
on the port 25. These settings are according to RFC standards. The Web support 
Server for accessing mails from Web Browsers listens on the specified Web 
port/Remote SMTP. By default, the port is 25. 
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Mail Delivery Method 
 
By selecting the method and pressing the “Settings” button the methods can be set. 

 
 

 
 
Direct Relay 
 
Here the user can define a remote server address through which the mails can be 
sent directly. 
 
Smart Relay  
 
Here DNS servers can be added or removed from the list. The mails will be sent 
through the select DNS server. 
 
Authentication Relay  
 
The user name, password and the domain should be defined here to send the mails 
through an authenticated SMTP server.  
 
Changes in Port Setting and Mail delivery would take effect next time the 
server is started 
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Getting familiar with user interface 
 

    

Administrator can create, edit and delete the user by using this 
option. Features like Mapping, Auto-Respond, forwarding, 
preferences and Netware option can be accessed from here. 

 
 

 
 
 

 
 
 

  
 
 

 
 
 

 
 
 

   
 
 
 

           
Users’ emails can be managed from here. It allows viewing 
incoming and outgoing mails of a selected user and the admin can 
also delete the mail from user’s account. 
 

 

It provides the facility for viewing or entering the web site mail 
account detail, aliases detail, Internet connection detail, scheduler 
and gateway. 
Facilitates to set IVR module parameters. This is an optional 
module and it is not available with regular version. 
 

 
This option will allow the user to send/receive the mails manually.

 

Will let the user know the version of the software and the contact 
details of the company. 

Will close the application. 
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User menu 
 
The User menu is for managing user email accounts. The administrator can create, 
edit or delete user and accounts. The user can have administrator privileges and 
other optional services. 
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Set Web mail account details 
 
Select option server from the main menu and then select “Website mail account 
Details” tab to set the web mail account. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
Here the user can configure a virtual POP3 server.  Specify the User ID, Password, 
address and port of the server where your POP3 account is configured. The UMS user 
name and alias address also should be specified here, to which the mails will be 
downloaded and distributed to the other accounts in the intranet. 
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Set Internet Connection 
 
If the Internet is connected through the LAN available then the “LAN/DSL/Cable” 
option should be selected in Internet connection detaiils. If a dial-up connection is 
used for Internet access then the details like Connection Name, User Name and 
Password should be entered. 
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Scheduling 
 
The scheduling of send/receipt of mail can be done through this option. If the option 
manual is selected user will have to run the option send/receive manually to send 
and receive the mails. The scheduler will perform this action as per the schedule is 
set. 
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Checking Mails through web-interface 
 
Once the account and other required parameters are set user will be able to send 
receive the mails. Perform send/receive manually or automatically and you are ready 
to check the mails for a user. To check the mails using the web-interface use the 
URL.  For e.g. http://yourserver:8080. The page shown as below will be opened and 
the user will be able to login. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Once the user logs in he will be able to check the mails or compose the mails 
through the following interface. 
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Configuring UMS account in MS Outlook 
 
To configure the UMS account in MS Outlook user needs to set the incoming and out 
going mail servers and the account name and password of the user in Outlook. By 
selecting Accounts under the Tools option user will be able to configure the account 
in outlook. 
 
Follow the steps below to configure the UMS account in outlook. 
 

 
 
Select Add from accounts window and select mail from the add menu.   
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The window shown above will appear, user will have to enter the name, which he 
wants to be displayed as the sender when the mails are sent.  Press “Next” to 
continue. 
 
The window asking the email address to which the receiver of your mails should 
reply will be shown.  User should enter the email address to which the receiver 
should send the reply. Press “Next“ to continue, a window to provide server details 
will appear now, where the use should enter the details.  
 
The mail server should be selected as POP3 
 
Incoming and outgoing mail server should be your UMS server, enter the IP address 
of the server for e.g. 192.168.1.12 
 

 
 
Once the details are entered user can press next to continue, and the wizard will ask 
for the username and password of the account on UMS server.  Here the user should 
enter the username and password of the UMS, which should be configured in the 
Outlook.  Once this is entered the wizard will ask for the connection that you are 
using then the LAN should be selected if you are using a LAN connection to connect 
this server, or the others if you are using any other method to connect the server. 
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Other Features 
 

Mapping 
 
UMS provides a facility to map the user accounts in other domains to an existing 
user account in UMS, where the user can receive the mails of other accounts to his 
UMS account. 
 
Select user option from the main menu, select a user and press “Mappings” button.  
The following window will be opened, where the user can add, edit or delete the 
mappings for a selected user. 
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Forwarding 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Through this user will be able to forward the mails to other accounts in the intranet 
or in the extranet.  Choose “users” option from main menu and select a user to 
whom the forwarding to be set.  Press “Forwarding” to add accounts to which 
forwarding of the mails to be done.   
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Preferences 

Set maximum data size of the mailbox 

 
Using the preferences menu once can set the user preferences like size of the 
mailbox and incoming and out going mails allowed for the user. The sizes are defined 
in Kilo Bytes (KB).   Here we can also set if the user is allowed to receive or write 
external mails or not there by restricting the user to access other external accounts. 
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Mail Monitor 

 
Mail monitor will allow the users who are having administrative rights to monitor the 
incoming and outgoing mails of selected users. Here user will be able to select the 
user whose mails are needs to be monitored and the administrator who will be 
allowed to monitor the mails.  To monitor incoming mails the “Receive” option needs 
to be selected and to monitor outgoing mails the “Send” option needs to be selected. 
Once set the mails sent or received by this user will also be forwarded to 
administrator’s email account. 
 

 
 

 
For more information on UMS please refer the Help document.  
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